
NOTES:

1) THIS UNIT IS INTENDED TO SNAP INTO A RECTANGULAR CUTOUT MEASURING 2.850" X 1.770".

2) RECOMMENDED PANEL THICKNESS RANGE IS .080" TO .180" THICK.

3) A 6-PIN RECEPTACLE IS PROVIDEDTO MATE WITH A DEUTSCH 6-POSITION PLUG P/N DTM06-6S.

4) SPECIFICATIONS:  OPERATING TEMPERATURE RANGE IS -40 C TO +85 C
                                     OPERATING VOLTAGE RANGE IS +10V TO +32V.
                                     OPERATING CURRENT IS 130mA @ 13.5V.
                                     BUZZER OUTPUT (PIN 6) SINKING CURRENT IS 80mA @ 30V.
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ANGLES -   SEATBELT INDICATOR

--

FRONT VIEW

INDICATION UP TO 12 SEAT POSITIONS;
RED = UNSAFE CONDITION
GREEN = PROPERLY SECURED
DEFAULT SEAT ASSIGNMENTS ARE 1-12
READING LEFT TO RIGHT, TOP TO BOTTOM.
RECONFIGURE USING SEAT ASSIGNMENT
APPLICATION DOWNLOADABLE FROM
www.v-mux.com
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PIN NUMBER
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GROUND
VBATT (12 / 24V)
DIMMER CONTROL (0-32VDC) 6204-0000-00

CONNECTOR PIN INFORMATION

DESCRIPTION

V-MUX COMM A
V-MUX COMM B

DIMMER CONTROL (PWM) 6204-0000-01

6 EXTERNAL BUZZER OUT (OPEN-DRAIN; SWITCHES 
TO GROUND)
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